
A
c

c
e

s
s

o
rie

s

UP Series7

78

Packaged dielectric isolating valve sets

Approvals

IAPMO - #6591
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1/2" 96806129 2.8 (1.8) 2.84 (72) 2.00 (51) 4 .19 (106) 3.45 (88)

3/4" 96806130 3.1 (6.9) 3.05 (77) 2.25 (57) 4 .19 (106) 3 .75 (95)

1" 96806131 4.5 (9.9) 3.55 (90) 2 21/32 (67) 4 .19 (106) 4.53 (115)

1-1/4" 96806132 4.8 (10.6) 4.03 (103) 2 31/32 (75) 4 .19 (106) 4.55 (116)

1-1/2" 96806133 4.9 (10.8) 4.11 (181) 2 31/32 (75) 4 .19 (106) 4.63 (118)

1/2" 96806134 2.8 (6.1) 2.77 (70) 2.00 (51) 4 .19 (106) 3.47 (88)

3/4" 96806135 3.3 (7.2) 3.25 (83) 2.25 (57) 4 .19 (106) 3.73 (95)

1" 96806136 4.5 (9.9) 3.86 (98) 2.66 (67) 4 .19 (106) 4 .50 (114)

1-1/4" 96806137 4.8 (10.6) 4.50 (114) 2.97 (75) 4 .19 (106) 4.55 (116)

1-1/2" 96806138 4.9 (10.9) 4.58 (116) 2.97 (75) 4 .19 (106) 4.56 (117)

Note: Each set contains

2 each - rotating flanges, lever-handled full-ported ball valve, EPDM gaskets, dielectric sleeves.

4 each - 7/16" X 1-3/4" bolts with nuts. 

Dimensions in inches unless otherwise noted.

Materials of construction

Flange Chrome plated steel

Valve body Brass

Valve ball Chrome plated brass

Valve seat PTFE

Dielectric sleeve Composite

Bolt Chrome plated steel

Nut Chrome plated steel

Gaskets EPDM

Maximum temperature 230 °F (110 °C)

Maximum presure 150 psi


