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C

Tape

PTFE Thread Seal Tape
• Thickness 3 mil. plus
• Temperature range is 500°F to +650°F
• Withstands pressure up to 5000 PSI
� Meets U�S� government military specification M,/�T2���0A

PART NO. DESCRIPTION CTN/MSTR
T19122 1/2” x 260” thread seal tape 100/500
T19125 1/2” x 520” thread seal tape 50/350
T19342 3/4” x 260” thread seal tape 50/350
T19345 3/4” x 520” thread seal tape 50/350

Thread Seal Tape Jar Display
• Withstands pressure up to 5000 

PSI
• Temperatures to +650°F
• Thickness 3 mil. plus
• Meets U.S. MILSPEC T27730A

PART NO. DESCRIPTION CTN/MSTR
CJ1002 1�2” x 2�0” Teflon tape 1/1

• 0035 mil.
• Temperature range is -450°F to +500°F
• Withstands pressure up to 5000 PSI
� Meets U�S� government military specification M,/�T2���0A
• UL listed

PTFE Yellow Gas Line Thread Seal Tape

PART NO. DESCRIPTION CTN/MSTR
T19222 1/2” x 260” 100/500

PART NO. DESCRIPTION THICKNESS CTN/MSTR
T20020 2” x 60 yds (gray) 8.5 mil. 24/24
T20023 2” x 60 yds (black) 10 mil. 24/24

Duct Tape
• Premium grade, waterproof non-elastic reinforced cloth
� Pressure sensitive� vapor and flame resistant
• CARTON QUANTITIES ONLY

Box Sealing Tape

PART NO. DESCRIPTION CTN/MSTR
T20040 2” x 55 yds 1/36
T20041 2” x 110 yds 1/36
T20050 Dispenser only 1/24

Domestic Pipe Wrap Tape

• Both sides have adhesive
• CARTON QUANTITIES ONLY

PART NO. COLOR SIZE THICKNESS CTN/MSTR
T16002 Yellow 2” x 100’ 12 mil. 24/24
T16004 Yellow 4” x 100’ 12 mil. 12/12
T17002 Black 2” x 100’ 12 mil. 24/24
T17004 Black 4” x 100’ 12 mil. 12/12

Imported Pipe Wrap Tape
• Black tape with PVC backing
• UPC listed 
• CARTON QUANTITIES ONLY

PART NO. SIZE THICKNESS CTN/MSTR
T17101 1” x 100’ 10 mil. 48/48
T17102 2” x 100’ 10 mil. 24/24
T17104 4” x 100’ 10 mil. 12/12
T18201 1” x 100’ 20 mil. 48/48
T18202 2” x 100’ 20 mil. 24/24

Primer for Pipe Wrap Tape
• Maximizes tape performance
• Final step in preparing steel surfaces for taping
• Can more than double adhesion of corrosion tapes to 

cleaned steel
• CARTON QUANTITIES ONLY
• MOTOR FREIGHT ONLY / FLAMMABLE

PART NO. DESCRIPTION CTN/MSTR
T16100 Quart 12/12

Electrical Tape
• Blacky vinyl
• Individually wrapped
• UL listed
• CARTON QUANTITIES ONLY

PART NO. DESCRIPTION CTN/MSTR
T20030 3/4” x 60’ electrical tape 10/250

Slic-tite® High Density Thread Sealant
• Thickness 4 mil.
• Provides a highly resistant 

seal on pipe threads for all types of service
• Non-toxic
• Permits easy disassembly, even after years of service
• Sealing temperature: -450°F to 550°F (-268°C to 288°C)
• Pressures: to 2,000 PSI (136 BAR)
• Meets Mil. Spec T-27730A

PART NO. DESCRIPTION CTN/MSTR
T19118 1/2” x 600” thread sealant 12/36
T19119 3/4” x 600” thread sealant 12/72

Items marked with the Jones Stephens logo are “You Need It...We Got It” Items.




