
Lamons SpiraSealProduct Family
Lamons SpiraSeal gaskets are made of alternate 
plies of preformed metal and a soft non-metallic 
filler.  The metal winding of the gasket is formed into 
a “chevron” configuration allowing superior resil-
iency and self-adjustment when compared to con-
ventional gaskets.  The density of the SpiraSeal 
gasket can be varied to meet virtually any require
ment.  Electronic controls on Lamons’ SpiraSeal 
machines assure high quality precision welding with 
equal spacing, the correct number of metal plies on 
the gasket inside periphery, proper ration of metal to 
filler, proper number of metal plies on the outside 
and spot welds on the O.D.  The soft non-metallic 
filler is essentially flush with the metal winding on both 
contactcontact faces of the gasket, thus producing a 
smooth sealing surface.  

SpiraSeal gaskets are available in a wide range of 
sizes and thicknesses and are available for order in 
almost any combination of component materials.  
Basic constructions are based upon requirements in 
ASME B16.20 construction standard.

Lamons standard size SpiraSeal gaskets are double 
color coded for easy identification of the winding 
metal and filler while the gasket is on the shelf or 
installed between flanges.  The metal is designated 
by a solid color on the entire outside edge of the 
centering ring.  Filler materials are identified by a 
number of stripes placed at intervals around the 
outsideoutside edges of the centering ring.  This coding 
system is consistent with ASME B16.20.


