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SREZ
alls D\W DN d dt L L1 H w | Weight
E s ) Open | Close (ka)
> Ratings (ASTM A105 8 65 | 142 | 79 10 | 161 | 149 | 100 | 23
S @@ @ @ . 10 95 | 176 | 79 10 | 161 | 149 | 100 | 23
800 p.S.I..@ 850 Degrees F 15 10 | 218 | 79 10 | 161 | 149 | 100 | 22
I o 1975 p.s.i. @ 100 Degrees F 20 138 | 272 | o2 13 | 161 | 149 | 100 | 24
f\[> E w 25 18| 339 | 111 13 | 198 | 177 | 120 | 87
\ 7% - 32 23 | 427 | 120 | 13 | 230 | 212 | 160 6
] Test pressure (ASTM A105) 40 29 | 488 | 152 | 13 | 248 | 224 | 160 | 75
m\[> E | Hyrdrostatic (m|n|mum) 50 36 61.2 172 16 282 258 220 11.3
© . unit:mm
Body-3000 p.s.i. ws | 4 » § y H w | Weight
> Back seat-2200 p.s.i. Open | Close (Ib)
o> | > ) ; 1/4" | 026 | 056 | 311 | 039 | 634 | 587 | 394 | 5.1
Seat-2200 p.s.i. 3/8" | 037 | 069 | 311 | 039 | 634 | 587 | 394 | 51
@ 1/2° | 039 | 086 | 311 | 039 | 634 | 587 | 394 | 49
) 3/4" | 051 | 107 | 362 | 051 | 634 | 587 | 394 | 53
> 8 1 | o071 | 133 | 437 | 051 | 76 | 697 | 472 8
[ﬁ] 1-1/4" | 091 | 168 | 472 | 051 | 906 | 835 | 63 | 132
1-1/2" | 114 | 192 | 598 | 051 | 976 | 882 | 63 | 165
50333 ‘ 11 PRESSURE-TEMPERATURE RATING o 142 | 241 | 677 | 063 | 111 [ 1016 | 866 | 24.8
HHHHH TEMPERATURE °C unit:in
o8 T ] @ 3B 93 149 25 260 315
0o TR d 22001 150
LR N 20| ITEM PARTS MATERIAL
w g 2000— 140 1 BODY ASTM A105N+STELLITE
23 S 1900 Closk SATN] 130 2 DISC ASTM A276-420
b % 1600 3 STEM ASTM A276-410
o o L7100 4 GASKET 304+ GRAPHITE
£E —(©) £ tow 5 BOLT ASTM A193-B7
¢y E 6 BONNET ASTM AT05N
3 C) :;g: 7 PACKING GRAPHITE
22 © 1200 8 EYE BOLT ASTM A193-B7
© § ‘ 1100 9 PIN ASTM A276-304
o3 Welded Stellite S 1000} 10 GLAND ASTM A276-420
% 9 Y ( — A 900 11 GLAND FLANGE ASTM A216-WCB
IEE% ) g 0 1020 A e W :Ilg STEM’\éliJTSHING ASTULATE2E
L N °
o \ TRUPERATURS °F ASTM A276-410
z ! 14 WASHER
R —__ 15 NAMEPLATE ALUMINUM
g ) H 16 HANDWHEEL NUT ASTM A108-1020
02 17 HANDWHEEL ASTM A197
20
&" @ | |  FEATURE:
589 L - Basic design : API 602
Q
g;° @ B - Test standard : APl 598 A
O£ — — - Socket weld dimension : ASME B16.11 Py
o>
;; 8 LT) CHECK BY DRAWING BY DATE SPECIFICATION Forged Type Socket Weld End Globe Valve Class 800 &
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