FARD\R14\DWGS

Y |V | W VWV WIS

0

~
- NMn®
Qo000
HHHHH
8
g§2
Wa-"T1
M2 —
VL - QN
Somin
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Ohio Valve Company

Fax:513-752—-8267

Tel:513—752-5600

FEATURE :

- Basic design : APl 602
- Test and inspect : APl 598
- Socket weld dimension : ASME B16.11
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@ PRESSURE-TEMPERATURE RATING
TEMPERATURE °C
2200 L 149205260315150 DN d d L L1 H | Weight (kg)
elg g
— J @ moi 8 | 65 | 142 | 79 | 10 | 58 16
140 10 9.5 17.6 79 10 58 1.6
L — 20— S N S — 15 10 | 218 | 79 10 58 15
m/ Y 1900 o I —— ] 20 13 | 272 | 92 13 58 1.7
4 1800 25 18 33.9 111 13 75 2.7
1700 0 32 | 23 | 427 | 120 | 13 | 5 358
g 1600 110 40 29 488 | 152 13 97 45
‘ % 50 36 | 612 | 172 16 108 9
Welded Stellite 1500 100 = unit:mm
1400 NPS d d1 L L1 H__| Weight (Ib)
E
| A 1300 % 1/4" | 026 | 056 | 311 | 039 | 228 35
® J 1200 % 3/8" | 037 | 069 | 311 | 039 | 228 35
1/2° | 039 | 086 | 311 | 039 | 228 33
— 1100 0 3/4" | 051 | 107 | 362 | 051 | 2.28 37
— — — — O 1000} 1" | 071 | 133 | 437 | 051 | 295 58
Q 900 0 1-1/4" | 091 | 168 | 472 | 051 | 335 84
1-1/2" | 114 | 192 | 598 | 051 | 382 9.9
0 100 200 300 400 500 600 2" 142 241 6.77 0.63 4.25 19.8
! TRPERATORE *F unitin
—
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Ratings (ASTM A105) ITEM| _PARTS MATERIAL
800 pS| @ 850 Degrees F 1 BODY ASTM A105N+STELLITE
. 2 BONNET ASTM A105N
3 1 L1 1975 p.s.i. @ 100 Degrees F 3 DISC ASTM A276-420
= - 4 SPRING SS 316
5 GASKET 304+ GRAPHITE
i Test pressure (ASTM A105) : BOLT ASTM A193-B7
- - Hyrdrostatic (minimum) 7| NAMEPLATE ALUMINUM
Body-3000 p.s.i.
Seat-2200 p.s.i.
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CHECK BY DRAWING BY DATE SPECIFICATION Forged Type Socket Weld End Piston Check Valve Class 800) &
Summy |Feb.24.2016] wateriL A105N+STELLITE Revise Description Date Approve
PROCESS /Nr. DRAWING NO.
OHIO VALVE COMPANY @76 UNIT / SCALE Mmm PCBOOSW




