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FEATURES:
- Design :API 602 & ASME B16.34
- Test : API 598
- Screwed Ends Dimension : ASME B1.20.1
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= DN d L L1 H | Weight (kg)
I@W PRESSURE-TRUPFRATURE, RATING 15 13 79 14 58 1.4
s - | - Tf";‘g‘“‘; — 20 13 92 18 58 1.7
/ 200, 150 25 18 111 20 75 25
2100} %0 32 24 120 21 83 37
2000——
1900 Clas} S0 AT | ;0 40 29 120 21 94 4.4
1800 50 36.5 140 23 107 7.3
1700 120 unit:mm
& 1600 110 E NPS d L L1 H Weight (Ib)
o 100 172" | 051 | 311 | 055 | 2.8 31
= 1900 % g 3/4" | 0.51 362 | 0.71 2.28 3.7
1200 %0 1" 0.71 437 | 079 | 295 55
1100 o 1-1/4" | 094 | 472 | 0.83 | 3.27 8
;‘:,“ w 1-1/2" | 1.14 4.72 0.83 3.7 9.7
| o 1.44 | 551 0.91 4.21 16.1
0 100 200 300 400 500 600 unit:in
- TENPERATURE °F
. ITEM PARTS MATERIAL
1 BODY ASTM A105N
Ratings (ASTM A105) 2 SEAT ASTM A276-410+STELLITE
800 p.s.i. @ 850 Degrees F 3 DISC ASTM A276-420
1975 p.s.i. @ 100 Degrees F |4 NUT ASTM A194-8
5 ROCKER ASTM A351-CF8
6 PIN ASTM A276-304
Test press_u re (AS.TM A105) 7 GASKET 304+GRAPHITE
L _ Hyrdrostatic (minimum) 8 BONNET ASTM A105N
Body-3000 p.s.i. 9 BOLT ASTM A193-B7
Seat-2220 p.s.i. 10 | NAMEPLATE ALUMINUM
A
A
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