
Schedule 80 CPVC Industrial Products & Accessories
True Union 2000 Industrial Ball Valves

Socket Style SR Threaded Style 6" Lever Handle Style
All Valves Assembled with Silicone-Free, Water Soluble Lubricant

Contact Spears® for Pricing on Custom Elastomer Seals
See Ball Valve Accessories & Repair Kits Section for Additional Options and Features

Note: Standard 6" Valve uses lockout type Lever-Style Handle for proper leverage.
Non-locking T-Handle is more compact, but will increase difficulty of operation.

True Union 2000 Industrial Ball Valves have Built-in Handle Lockouts (except 6" T-Handle Option)

Pressure Rating @ 73°F (23°C), Water
1/2" - 4" 235 psi
6" - 8" 150 psi

All Flanged 150 psi

Maximum Service Temperature
CPVC = 200°F (93°C)

Temperature/Pressure De-ratings Apply
Rated for Vacuum Service

CPVC Industrial 
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

Threaded & Socket Ends
1/2 1829-005C

65.63
1839-005C

72.93 1 18 602

3/4 1829-007C
82.65

1839-007C
91.86 1 18 602

1 1829-010C
98.40

1839-010C
109.33 1 12 602

1-1/4 1829-012C
156.43

1839-012C
173.86 1 8 602

1-1/2 1829-015C
165.21

1839-015C
183.57 1 8 602

2 1829-020C
220.95

1839-020C
254.00 1 4 602

Socket Ends
2-1/2 1822-025C

495.39
1832-025C

550.40 1 0 603

3 1822-030C
579.22

1832-030C
643.63 1 0 603

4 1822-040C
1049.59

1832-040C
1166.19 1 0 603

6 1822-060C
2234.41

1832-060C
2482.51 1 0 613

8 1822-080C
2971.79

1832-080C
3301.76 1 0 613

8" Venturied valves are 6" ball valves fitted with 6x8 end connector adapters.
Threaded Ends

2-1/2 1821-025C
495.39

1831-025C
550.40 1 0 603

3 1821-030C
579.22

1831-030C
643.63 1 0 603

4 1821-040C
1049.59

1831-040C
1166.19 1 0 603

6 1821-060C
2234.41

1831-060C
2482.51 1 0 613

SR Threaded Ends
1/2 1821-005CSR

66.68
1831-005CSR

73.99 1 18 602

3/4 1821-007CSR
85.23

1831-007CSR
94.43 1 18 602

1 1821-010CSR
100.98

1831-010CSR
111.88 1 12 602

1-1/4 1821-012CSR
164.17

1831-012CSR
181.60 1 8 602

1-1/2 1821-015CSR
173.53

1831-015CSR
191.85 1 8 602

2 1821-020CSR
229.95

1831-020CSR
263.00 1 4 602

2-1/2 1821-025CSR
519.58

1831-025CSR
574.58 1 0 603

3 1821-030CSR
603.40

1831-030CSR
667.80 1 0 603

4 1821-040CSR
1077.80

1831-040CSR
1194.44 1 0 603

6 1821-060CSR
2295.64

1831-060CSR
2543.73 1 0 613

CPVC Industrial 
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

Spigot Ends
1/2 1827-005C

65.63
1837-005C

72.93 1 18 602

3/4 1827-007C
82.65

1837-007C
91.86 1 18 602

1 1827-010C
98.40

1837-010C
109.33 1 12 602

1-1/4 1827-012C
156.43

1837-012C
173.86 1 8 602

1-1/2 1827-015C
165.21

1837-015C
183.57 1 8 602

2 1827-020C
220.95

1837-020C
254.00 1 4 602

2-1/2 1827-025C
495.39

1837-025C
550.40 1 0 603

3 1827-030C
579.22

1837-030C
643.63 1 0 603

4 1827-040C
1049.59

1837-040C
1166.19 1 0 603

6 1827-060C
2234.41

1837-060C
2482.51 1 0 613

Flanged Ends
1/2 1823-005C

111.36
1833-005C

113.76 1 8 602

3/4 1823-007C
136.51

1833-007C
142.17 1 8 602

1 1823-010C
156.26

1833-010C
165.88 1 8 602

1-1/4 1823-012C
233.48

1833-012C
241.68 1 8 602

1-1/2 1823-015C
256.82

1833-015C
265.38 1 4 602

2 1823-020C
357.38

1833-020C
425.63 1 0 602

2-1/2 1823-025C
667.02

1833-025C
800.64 1 0 603

3 1823-030C
975.47

1833-030C
997.72 1 0 603

4 1823-040C
1710.82

1833-040C
1779.24 1 0 603

6 1823-060C
3644.03

1833-060C
3789.02 1 0 613

8 1823-080C
4846.55

1833-080C
5039.38 1 0 613

8" Venturied valves are 6" ball valves fitted with 6x8 end connector adapters.
CPVC 6" Industrial T-Handle Valve Option (Non-
Locking) NOTICE: T-Handle is more compact, but will 
greatly increase difficulty of operation. 

Size EPDM FKM Std
Pk

Mstr
Pk

Disc
Code

Socket Ends
6 18226-060C

2234.41
18326-060C

2482.51 1 0 613
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Schedule 80 CPVC Industrial Products & Accessories
True Union 2000 Industrial Ball Valves & True Union 2000 Industrial Vented/Bleach Ball Valves

True Union 2000 Industrial Ball Valves
CPVC 6" Industrial T-Handle Valve Option (Non-
Locking) NOTICE: T-Handle is more compact, but will 
greatly increase difficulty of operation. 

Size EPDM FKM Std
Pk

Mstr
Pk

Disc
Code

Threaded Ends
6 18216-060C

2234.41
18316-060C

2482.51 1 0 613

SR Threaded Ends
6 18216-060CSR

2295.64
18316-060CSR

2543.73 1 0 613

Flanged Ends
6 18236-060C

3644.03
18336-060C

3789.02 1 0 613

True Union 2000 Industrial Vented/Bleach Ball Valves

Pressure Rating @ 73°F (23°C), Water
1/2" - 4" 235 psi
6" 150 psi
Flanged 150 psi

Same True Union 2000 Industrial Ball Valve with Special Ball Vent Design for Sodium Hypochlorite 
(Bleach) and other Chemical Applications where entrapped fluids may form caustic crystalline residues and 
pressure build up from gases developed. Valve has a 1/8" vent hole in ball to equalize internal fluid 
pressures. Install valve with ball vent on the pressure (upstream) side when in closed position. 

All Valves assembled with Silicone-Free, Water Soluble Lubricant

Contact Spears® for Pricing & Availability on Custom Elastomer Seals. See Ball Valve Accessories & 
Repair Kits Section for Additional Options and Features 

CPVC True Union 2000 Industrial Vented/Bleach Ball 
Valves 

Size EPDM FKM Std
Pk

Mstr
Pk

Disc
Code

Threaded & Socket Ends
1/2 1829V-005C

77.20
1839V-005C

85.79 1 18 602

3/4 1829V-007C
97.23

1839V-007C
108.07 1 18 602

1 1829V-010C
115.77

1839V-010C
128.62 1 12 602

1-1/4 1829V-012C
184.04

1839V-012C
204.57 1 8 602

1-1/2 1829V-015C
194.37

1839V-015C
215.96 1 8 602

2 1829V-020C
259.96

1839V-020C
298.81 1 4 602

Socket Ends
2-1/2 1822V-025C

582.81
1832V-025C

647.51 1 0 603

3 1822V-030C
681.44

1832V-030C
757.19 1 0 603

4 1822V-040C
1234.79

1832V-040C
1372.00 1 0 603

6 1822V-060C
2628.74

1832V-060C
2920.60 1 0 613

SR Threaded Ends
1/2 1821V-005CSR

78.43
1831V-005CSR

87.05 1 18 602

3/4 1821V-007CSR
100.28

1831V-007CSR
111.07 1 18 602

1 1821V-010CSR
118.77

1831V-010CSR
131.62 1 12 602

1-1/4 1821V-012CSR
193.12

1831V-012CSR
213.65 1 8 602

1-1/2 1821V-015CSR
204.15

1831V-015CSR
225.73 1 8 602

2 1821V-020CSR
270.54

1831V-020CSR
309.41 1 4 602

CPVC True Union 2000 Industrial Vented/Bleach Ball 
Valves (continued)

Size EPDM FKM Std
Pk

Mstr
Pk

Disc
Code

SR Threaded Ends
2-1/2 1821V-025CSR

611.26
1831V-025CSR

675.97 1 0 603

3 1821V-030CSR
709.89

1831V-030CSR
785.65 1 0 603

4 1821V-040CSR
1268.01

1831V-040CSR
1405.23 1 0 603

Flanged Ends
1/2 1823V-005C

131.00
1833V-005C

133.82 1 8 602

3/4 1823V-007C
160.59

1833V-007C
167.29 1 8 602

1 1823V-010C
183.84

1833V-010C
195.16 1 8 602

1-1/4 1823V-012C
274.69

1833V-012C
284.33 1 8 602

1-1/2 1823V-015C
302.14

1833V-015C
312.22 1 4 602

2 1823V-020C
420.45

1833V-020C
500.73 1 0 602

2-1/2 1823V-025C
784.74

1833V-025C
941.93 1 0 603

3 1823V-030C
1147.61

1833V-030C
1173.76 1 0 603

4 1823V-040C
2093.21

1833V-040C
2093.23 1 0 603

6 1823V-060C
4457.67

1833V-060C
4457.67 1 0 613
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Schedule 80 CPVC Industrial Products & Accessories
True Union 2000 Industrial 3-Way Ball Valves

Pressure Rating @ 73°F (23°C), Water 

Maximum Service Temperature

1/2" - 2" 235 psi
2-1/2" - 4" 150 psi
Flanged 150 psi

CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply

Vertical 3-Way or Horizontal Diverter Design 
(No Branch Shut-off)

All Standard Carton Quantities are one
All Valves assembled with Silicone-Free,

Water Soluble Lubricant
See Ball Valve Accessories & Repair Kits Section

for Additional Options and Features

Ball Port Options

Ball port options viewed from top of valve

Horizontal Diverter Valve

Vertical 3-Way Valve

CPVC Horizontal Diverter Ball Valves 
Material EPDM FKM

Disc
Code

Joint Socket SR Thread Spigot Flanged Socket SR Thread Spigot Flanged

Size Ball
Port

Part #
Price Each

Part #
Price Each

Part #
Price Each

Part #
Price Each

Part #
Price Each

Part #
Price Each

Part #
Price Each

Part #
Price Each

1/2
L-Port 5022L1-005C

157.82
5021L1-005CSR

162.83
5027L1-005C

157.82
5023L1-005C

322.20
5032L1-005C

170.98
5031L1-005CSR

178.77
5037L1-005C

170.98
5033L1-005C

336.56 617

T-Port 5022T1-005C
157.82

5021T1-005CSR
162.83

5027T1-005C
157.82

5023T1-005C
322.20

5032T1-005C
170.98

5031T1-005CSR
178.77

5037T1-005C
170.98

5033T1-005C
336.56 617

3/4
L-Port 5022L1-007C

188.12
5021L1-007CSR

194.37
5027L1-007C

188.12
5023L1-007C

337.09
5032L1-007C

202.49
5031L1-007CSR

208.73
5037L1-007C

202.49
5033L1-007C

355.80 617

T-Port 5022T1-007C
188.12

5021T1-007CSR
194.37

5027T1-007C
188.12

5023T1-007C
337.09

5032T1-007C
202.49

5031T1-007CSR
208.73

5037T1-007C
202.49

5033T1-007C
355.80 617

1
L-Port 5022L1-010C

228.12
5021L1-010CSR

234.21
5027L1-010C

228.12
5023L1-010C

480.34
5032L1-010C

251.35
5031L1-010CSR

257.40
5037L1-010C

251.35
5033L1-010C

525.21 617

T-Port 5022T1-010C
228.12

5021T1-010CSR
234.21

5027T1-010C
228.12

5023T1-010C
480.34

5032T1-010C
251.35

5031T1-010CSR
257.40

5037T1-010C
251.35

5033T1-010C
525.21 617

1-1/4
L-Port 5022L1-012C

264.35
5021L1-012CSR

276.29
5027L1-012C

264.35
5023L1-012C

908.74
5032L1-012C

296.38
5031L1-012CSR

309.89
5037L1-012C

296.38
5033L1-012C

962.62 617

T-Port 5022T1-012C
264.35

5021T1-012CSR
276.29

5027T1-012C
264.35

5023T1-012C
908.74

5032T1-012C
296.38

5031T1-012CSR
309.89

5037T1-012C
296.38

5033T1-012C
962.62 617

1-1/2
L-Port 5022L1-015C

309.22
5021L1-015CSR

329.13
5027L1-015C

309.22
5023L1-015C

936.25
5032L1-015C

338.44
5031L1-015CSR

358.39
5037L1-015C

338.44
5033L1-015C

979.05 617

T-Port 5022T1-015C
309.22

5021T1-015CSR
329.13

5027T1-015C
309.22

5023T1-015C
936.25

5032T1-015C
338.44

5031T1-015CSR
358.39

5037T1-015C
338.44

5033T1-015C
979.05 617

2
L-Port 5022L1-020C

379.35
5021L1-020CSR

399.20
5027L1-020C

379.35
5023L1-020C

1215.68
5032L1-020C

442.12
5031L1-020CSR

463.73
5037L1-020C

442.12
5033L1-020C

1276.82 617

T-Port 5022T1-020C
379.35

5021T1-020CSR
399.20

5027T1-020C
379.35

5023T1-020C
1215.68

5032T1-020C
442.12

5031T1-020CSR
463.73

5037T1-020C
442.12

5033T1-020C
1276.82 617

2-1/2
L-Port 5022L1-025C

1278.73
5021L1-025CSR

1334.51
5027L1-025C

1278.73
5023L1-025C

2134.61
5032L1-025C

1359.63
5031L1-025CSR

1415.62
5037L1-025C

1359.63
5033L1-025C

2501.60 617

T-Port 5022T1-025C
1278.73

5021T1-025CSR
1334.51

5027T1-025C
1278.73

5023T1-025C
2134.61

5032T1-025C
1359.63

5031T1-025CSR
1415.62

5037T1-025C
1359.63

5033T1-025C
2501.60 617

3
L-Port 5022L1-030C

1304.72
5021L1-030CSR

1363.43
5027L1-030C

1304.72
5023L1-030C

2163.38
5032L1-030C

1380.93
5031L1-030CSR

1436.91
5037L1-030C

1380.93
5033L1-030C

2513.13 617

T-Port 5022T1-030C
1304.72

5021T1-030CSR
1363.43

5027T1-030C
1304.72

5023T1-030C
2163.38

5032T1-030C
1380.93

5031T1-030CSR
1436.91

5037T1-030C
1380.93

5033T1-030C
2513.13 617

4
L-Port 5022L1-040C

2362.94
5021L1-040CSR

2426.84
5027L1-040C

2362.94
5023L1-040C

3142.08
5032L1-040C

2389.62
5031L1-040CSR

2453.65
5037L1-040C

2389.62
5033L1-040C

3434.33 617

T-Port 5022T1-040C
2362.94

5021T1-040CSR
2426.84

5027T1-040C
2362.94

5023T1-040C
3142.08

5032T1-040C
2389.62

5031T1-040CSR
2453.65

5037T1-040C
2389.62

5033T1-040C
3434.33 617
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Schedule 80 CPVC Industrial Products & Accessories
True Union 2000 Industrial 3-Way Ball Valves

CPVC Vertical 3-Way Ball Valves 
Material EPDM FKM

Disc
Code

Joint Socket SR Thread Spigot Flanged Socket SR Thread Spigot Flanged

Size Ball
Port

Part #
Price Each

Part #
Price Each

Part #
Price Each

Part #
Price Each

Part #
Price Each

Part #
Price Each

Part #
Price Each

Part #
Price Each

1/2

L-Port 4722L1-005C
156.94

4721L1-005CSR
159.53

4727L1-005C
156.94

4723L1-005C
324.26

4732L1-005C
169.93

4731L1-005CSR
172.52

4737L1-005C
169.93

4733L1-005C
336.06 617

Double
L-Port

4722L2-005C
312.67

4721L2-005CSR
315.08

4727L2-005C
312.67

4723L2-005C
480.00

4732L2-005C
325.66

4731L2-005CSR
328.09

4737L2-005C
325.66

4733L2-005C
491.61 617

Triple
L-Port

4722L3-005C
312.67

4721L3-005CSR
315.08

4727L3-005C
312.67

4723L3-005C
480.00

4732L3-005C
325.66

4731L3-005CSR
328.09

4737L3-005C
325.66

4733L3-005C
491.61 617

T-Port 4722T1-005C
156.94

4721T1-005CSR
159.53

4727T1-005C
156.94

4723T1-005C
324.26

4732T1-005C
169.93

4731T1-005CSR
172.52

4737T1-005C
169.93

4733T1-005C
336.06 617

3/4

L-Port 4722L1-007C
184.15

4721L1-007CSR
190.54

4727L1-007C
184.15

4723L1-007C
340.56

4732L1-007C
200.60

4731L1-007CSR
207.00

4737L1-007C
200.60

4733L1-007C
354.93 617

Double
L-Port

4722L2-007C
339.86

4721L2-007CSR
345.92

4727L2-007C
339.86

4723L2-007C
496.13

4732L2-007C
356.32

4731L2-007CSR
362.56

4737L2-007C
356.32

4733L2-007C
510.48 617

Triple
L-Port

4722L3-007C
339.86

4721L3-007CSR
345.92

4727L3-007C
339.86

4723L3-007C
496.13

4732L3-007C
356.32

4731L3-007CSR
362.56

4737L3-007C
356.32

4733L3-007C
510.48 617

T-Port 4722T1-007C
184.15

4721T1-007CSR
190.54

4727T1-007C
183.68

4723T1-007C
340.56

4732T1-007C
200.60

4731T1-007CSR
207.00

4737T1-007C
200.60

4733T1-007C
354.93 617

1

L-Port 4722L1-010C
223.81

4721L1-010CSR
230.05

4727L1-010C
223.81

4723L1-010C
485.72

4732L1-010C
249.27

4731L1-010CSR
255.51

4737L1-010C
249.27

4733L1-010C
525.73 617

Double
L-Port

4722L2-010C
379.52

4721L2-010CSR
385.76

4727L2-010C
379.52

4723L2-010C
641.43

4732L2-010C
404.81

4731L2-010CSR
411.07

4737L2-010C
404.81

4733L2-010C
681.45 617

Triple
L-Port

4722L3-010C
379.52

4721L3-010CSR
385.76

4727L3-010C
379.52

4723L3-010C
641.43

4732L3-010C
404.81

4731L3-010CSR
411.07

4737L3-010C
404.81

4733L3-010C
681.45 617

T-Port 4722T1-010C
223.81

4721T1-010CSR
230.05

4727T1-010C
223.81

4723T1-010C
485.72

4732T1-010C
249.27

4731T1-010CSR
255.51

4737T1-010C
249.27

4733T1-010C
525.73 617

1-1/4

L-Port 4722L1-012C
270.75

4721L1-012CSR
283.21

4727L1-012C
270.75

4723L1-012C
915.65

4732L1-012C
319.07

4731L1-012CSR
331.55

4737L1-012C
319.07

4733L1-012C
968.48 617

Double
L-Port

4722L2-012C
426.29

4721L2-012CSR
438.77

4727L2-012C
426.29

4723L2-012C
1071.22

4732L2-012C
474.62

4731L2-012CSR
487.97

4737L2-012C
474.62

4733L2-012C
730.66 617

Triple
L-Port

4722L3-012C
426.29

4721L3-012CSR
438.77

4727L3-012C
426.29

4723L3-012C
1071.22

4732L3-012C
474.62

4731L3-012CSR
487.97

4737L3-012C
474.62

4733L3-012C
1124.04 617

T-Port 4722T1-012C
270.75

4721T1-012CSR
283.21

4727T1-012C
270.75

4723T1-012C
915.65

4732T1-012C
319.07

4731T1-012CSR
331.55

4737T1-012C
319.07

4733T1-012C
968.48 617

1-1/2

L-Port 4722L1-015C
313.00

4721L1-015CSR
333.11

4727L1-015C
313.00

4723L1-015C
949.80

4732L1-015C
343.15

4731L1-015CSR
363.23

4737L1-015C
343.15

4733L1-015C
979.05 617

Double
L-Port

4722L2-015C
468.76

4721L2-015CSR
488.65

4727L2-015C
468.76

4723L2-015C
1105.32

4732L2-015C
498.89

4731L2-015CSR
558.62

4737L2-015C
498.89

4733L2-015C
1134.78 617

Triple
L-Port

4722L3-015C
468.76

4721L3-015CSR
488.65

4727L3-015C
468.76

4723L3-015C
1105.32

4732L3-015C
498.89

4731L3-015CSR
558.62

4737L3-015C
498.89

4733L3-015C
1134.78 617

T-Port 4722T1-015C
313.00

4721T1-015CSR
333.11

4727T1-015C
313.00

4723T1-015C
949.80

4732T1-015C
343.15

4731T1-015CSR
363.23

4737T1-015C
343.15

4733T1-015C
979.05 617

2

L-Port 4722L1-020C
384.04

4721L1-020CSR
405.67

4727L1-020C
384.04

4723L1-020C
1223.99

4732L1-020C
445.86

4731L1-020CSR
467.52

4737L1-020C
445.86

4733L1-020C
1278.04 617

Double
L-Port

4722L2-020C
539.61

4721L2-020CSR
561.41

4727L2-020C
539.61

4723L2-020C
1332.96

4732L2-020C
601.44

4731L2-020CSR
623.06

4737L2-020C
601.44

4733L2-020C
1433.76 617

Triple
L-Port

4722L3-020C
539.61

4721L3-020CSR
561.41

4727L3-020C
539.61

4723L3-020C
1332.96

4732L3-020C
601.44

4731L3-020CSR
623.06

4737L3-020C
601.44

4733L3-020C
1433.76 617

T-Port 4722T1-020C
384.04

4721T1-020CSR
405.67

4727T1-020C
384.04

4723T1-020C
1223.99

4732T1-020C
445.86

4731T1-020CSR
467.52

4737T1-020C
445.86

4733T1-020C
1278.04 617

2-1/2

L-Port 4722L1-025C
1350.63

4721L1-025CSR
1406.56

4727L1-025C
1350.63

4723L1-025C
2143.79

4732L1-025C
1365.85

4731L1-025CSR
1421.81

4737L1-025C
1365.85

4733L1-025C
2498.75 617

Double
L-Port

4722L2-025C
1506.17

4721L2-025CSR
1544.08

4727L2-025C
1506.17

4723L2-025C
2299.54

4732L2-025C
1521.42

4731L2-025CSR
1577.38

4737L2-025C
1521.42

4733L2-025C
2654.31 617

Triple
L-Port

4722L3-025C
1506.17

4721L3-025CSR
1544.08

4727L3-025C
1506.17

4723L3-025C
2299.54

4732L3-025C
1521.42

4731L3-025CSR
1577.38

4737L3-025C
1521.42

4733L3-025C
2654.31 617

T-Port 4722T1-025C
1350.63

4721T1-025CSR
1406.56

4727T1-025C
1350.63

4723T1-025C
2143.79

4732T1-025C
1365.85

4731T1-025CSR
1421.81

4737T1-025C
1365.85

4733T1-025C
2498.75 617

3

L-Port 4722L1-030C
1378.33

4721L1-030CSR
1434.28

4727L1-030C
1378.33

4723L1-030C
2173.62

4732L1-030C
1390.47

4731L1-030CSR
1446.60

4737L1-030C
1390.47

4733L1-030C
2515.20 617

Double
L-Port

4722L2-030C
1533.91

4721L2-030CSR
1571.82

4727L2-030C
1533.91

4723L2-030C
2329.15

4732L2-030C
1546.18

4731L2-030CSR
1602.15

4737L2-030C
1546.18

4733L2-030C
2670.75 617

Triple
L-Port

4722L3-030C
1533.91

4721L3-030CSR
1571.82

4727L3-030C
1533.91

4723L3-030C
2329.15

4732L3-030C
1546.18

4731L3-030CSR
1602.15

4737L3-030C
1546.18

4733L3-030C
2670.75 617

T-Port 4722T1-030C
1378.33

4721T1-030CSR
1434.28

4727T1-030C
1378.33

4723T1-030C
2173.62

4732T1-030C
1390.47

4731T1-030CSR
1446.60

4737T1-030C
1390.47

4733T1-030C
2515.20 617

4

L-Port 4722L1-040C
2382.52

4721L1-040CSR
2446.43

4727L1-040C
2382.52

4723L1-040C
3191.12

4732L1-040C
2405.72

4731L1-040CSR
2469.64

4737L1-040C
2405.72

4733L1-040C
3309.60 617

Double
L-Port

4722L2-040C
2538.05

4721L2-040CSR
2601.98

4727L2-040C
2538.05

4723L2-040C
3315.47

4732L2-040C
2561.27

4731L2-040CSR
2625.20

4737L2-040C
2561.27

4733L2-040C
3465.15 617

Triple
L-Port

4722L3-040C
2538.05

4721L3-040CSR
2601.98

4727L3-040C
2538.05

4723L3-040C
3315.47

4732L3-040C
2561.27

4731L3-040CSR
2625.20

4737L3-040C
2561.27

4733L3-040C
3465.15 617

T-Port 4722T1-040C
2382.52

4721T1-040CSR
2446.43

4727T1-040C
2382.52

4723T1-040C
3191.12

4732T1-040C
2405.72

4731T1-040CSR
2469.64

4737T1-040C
2405.72

4733T1-040C
3309.60 617
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Schedule 80 CPVC Industrial Products & Accessories
Tee-Style "Zero Dead-Leg" Ball Valves

Valves are produced to order in Ball Valve sizes 1/2" - 2". Tee Valves can be custom produced in any 
standard Tee and Valve size combination. 

Pressure Rating @ 73°F (23°C), Water
Valve Sizes 1/2" - 2" (20mm - 63mm) = 235 psi

Maximum Service Temperature
CPVC = 200°F (93°C)

Temperature/Pressure De-ratings Apply
Additional Notes

The Tee Valve is assembled with socket end connector. Tee Valves are a non-stock configuration. All 
orders are non-cancelable, non-returnable.

CPVC 
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

Mainline Socket Tee x Valve Socket
1/2 182901-005C

251.47
183901-005C

263.35 1 12 264

3/4 182901-007C
274.80

183901-007C
288.40 1 8 264

1 182901-010C
279.99

183901-010C
300.41 1 8 264

2 182901-020C
305.92

183901-020C
353.36 1 4 264

3/4X1/2 182901-101C
255.63

183901-101C
267.48 1 12 264

1X1/2 182901-130C
231.83

183901-130C
277.07 1 8 264

1X3/4 182901-131C
279.99

183901-131C
293.61 1 8 264

1-1/4X1/2 182901-166C
283.69

183901-166C
295.58 1 8 264

1-1/4X3/4 182901-167C
285.19

183901-167C
298.78 1 8 264

1-1/4X1 182901-168C
326.88

183901-168C
347.29 1 8 264

1-1/2X1/2 182901-209C
318.65

183901-209C
329.88 1 8 264

1-1/2X3/4 182901-210C
327.88

183901-210C
335.95 1 8 264

1-1/2X1 182901-211C
339.20

183901-211C
347.29 1 8 264

2X1/2 182901-247C
363.89

183901-247C
375.75 1 8 264

2X3/4 182901-248C
392.64

183901-248C
406.24 1 8 264

2X1 182901-249C
413.22

183901-249C
433.63 1 8 264

2X1-1/2 182901-251C
485.20

183901-251C
510.64 1 0 264

3X1/2 182901-333C
479.02

183901-333C
490.88 1 0 264

3X1 182901-335C
501.63

183901-335C
522.04 1 0 264

3X1-1/2 182901-337C
571.54

183901-337C
596.99 1 0 264

3X2 182901-338C
627.05

183901-338C
674.49 1 0 264

4X1 182901-417C
616.77

183901-417C
637.18 1 0 264

4X1-1/2 182901-419C
686.65

183901-419C
712.13 1 0 264

4X2 182901-420C
818.23

183901-420C
865.67 1 0 264

6X2 182901-528C
1068.74

183901-528C
1116.17 1 0 264

8X2 182901-578C
1576.85

183901-578C
1624.31 1 0 264

CPVC Metric 
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

Mainline Socket Tee x Valve Socket
20 182901M-020C

251.47
183901M-020C

263.35 1 8 264

CPVC Metric (continued)
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

Mainline Socket Tee x Valve Socket
25 182901M-025C

292.34
183901M-025C

288.40 1 8 263

32 182901M-032C
279.99

183901M-032C
300.41 1 8 264

40 182901M-040C
283.87

183901M-040C
302.98 1 8 264

50 182901M-050C
288.93

183901M-050C
340.43 1 8 264

63 182901M-063C
305.92

183901M-063C
353.36 1 8 264
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Schedule 80 CPVC Industrial Products & Accessories
True Union 2000 Standard Ball Valves

Socket Style

Pressure Rating @ 73°F (23°C), Water
1/2" - 2" = 235 psi

2-1/2" - 4" = 150 psi
Flanged = 150 psi

Maximum Service Temperature
CPVC = 200°F (93°C)

Temperature/Pressure De-ratings Apply
All Valves Assembled with Silicone-Free, Water Soluble Lubricant

See Ball Valve Accessories & Repair Kits Section for Additional Options and Features

CPVC Standard 
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

Socket & Threaded Ends
1/2 3629-005C

52.48
3639-005C

58.36 1 18 610

3/4 3629-007C
66.13

3639-007C
73.49 1 18 610

1 3629-010C
78.73

3639-010C
87.47 1 12 610

1-1/4 3629-012C
125.16

3639-012C
139.11 1 8 610

1-1/2 3629-015C
132.16

3639-015C
146.85 1 8 610

2 3629-020C
176.78

3639-020C
203.21 1 4 610

Socket Ends
2-1/2 3622-025C

396.31
3632-025C

440.32 1 0 611

3 3622-030C
463.39

3632-030C
514.91 1 0 611

4 3622-040C
839.66

3632-040C
932.96 1 0 611

Threaded Ends
2-1/2 3621-025C

396.31
3631-025C

440.32 1 0 611

3 3621-030C
463.39

3631-030C
514.91 1 0 611

4 3621-040C
839.66

3631-040C
932.96 1 0 611

SR Threaded Ends
1/2 3621-005CSR

53.34
3631-005CSR

59.19 1 18 610

3/4 3621-007CSR
68.21

3631-007CSR
75.56 1 18 610

1 3621-010CSR
80.77

3631-010CSR
89.48 1 18 610

1-1/4 3621-012CSR
131.34

3631-012CSR
145.26 1 12 610

1-1/2 3621-015CSR
138.17

3631-015CSR
153.47 1 8 610

2 3621-020CSR
183.94

3631-020CSR
210.39 1 8 610

2-1/2 3621-025CSR
415.65

3631-025CSR
459.67 1 0 611

3 3621-030CSR
482.73

3631-030CSR
534.25 1 0 611

4 3621-040CSR
862.26

3631-040CSR
956.28 1 0 611

Spigot Ends
1/2 3627-005C

52.48
3637-005C

58.36 1 18 610

3/4 3627-007C
66.13

3637-007C
73.49 1 18 610

1 3627-010C
78.73

3637-010C
87.47 1 12 610

1-1/4 3627-012C
125.16

3637-012C
139.11 1 12 610

1-1/2 3627-015C
132.16

3637-015C
146.85 1 8 610

2 3627-020C
176.78

3637-020C
203.21 1 8 610

CPVC Standard (continued)
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

Spigot Ends
2-1/2 3627-025C

396.31
3637-025C

440.32 1 0 611

3 3627-030C
463.39

3637-030C
514.91 1 0 611

4 3627-040C
839.66

3637-040C
932.96 1 0 611

Flanged Ends
1/2 3623-005C

89.08
3633-005C

91.01 1 8 610

3/4 3623-007C
109.19

3633-007C
113.80 1 8 610

1 3623-010C
125.01

3633-010C
132.71 1 8 610

1-1/4 3623-012C
186.79

3633-012C
193.34 1 4 610

1-1/2 3623-015C
205.47

3633-015C
212.31 1 4 610

2 3623-020C
285.91

3633-020C
340.49 1 0 610

2-1/2 3623-025C
533.62

3633-025C
640.52 1 0 611

3 3623-030C
731.60

3633-030C
798.18 1 0 611

4 3623-040C
1368.66

3633-040C
1423.40 1 0 611
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Schedule 80 CPVC Industrial Products & Accessories
True Union 2000 Industrial Retrofit Ball Valves - Replaces Other Brand Valves

Industrial Valve

Complete universal replacement valve for 
domestic and import CPVC valve.  See 
separate catalog listing for retrofit 
replacement of older Spears® valves.

Retrofit valve consists of Spears®
Industrial True Union 2000 Ball Valve 
supplied with factory installed extended-
socket end connectors. Simply cut out old 
valve to specified dimensions and install 
Retrofit Valve end connectors.

Pressure Rating @ 73°F (23°C), Water
1/2" - 4"  =  235 psi

All Valves Assembled with Silicone-Free,
Water Soluble Lubricant

Suitable for Vacuum Service

Retrofit End Connector Sets without
valve are also available - See

Ball Valve Accessories & Repair Kits Size 1/2 3/4 1 1-1/4 1-1/2 2 2-1/2 3 4

L 4-29/32 5-7/16 6-3/32 7-1/4 7-1/2 8-17/32 10-3/4 11-7/16 14-15/16

CPVC - Socket Ends 
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

1/2 1822R-005C
65.63

1832R-005C
72.93 1 18 602

3/4 1822R-007C
82.65

1832R-007C
91.86 1 18 602

1 1822R-010C
98.40

1832R-010C
109.33 1 12 602

1-1/4 1822R-012C
156.43

1832R-012C
173.86 1 8 602

1-1/2 1822R-015C
165.21

1832R-015C
183.57 1 8 602

2 1822R-020C
220.95

1832R-020C
254.00 1 4 602

2-1/2 1822R-025C
495.39

1832R-025C
550.40 1 0 603

3 1822R-030C
579.22

1832R-030C
643.63 1 0 603

4 1822R-040C
1049.59

1832R-040C
1166.19 1 0 603
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Schedule 80 CPVC Industrial Products & Accessories
True Union 2000 Industrial Retrofit Ball Valves - Replaces Spears® ''Regular Style'' Valves

Industrial Valve

Complete replacement valve for older 
Spears® 2300 Series Regular True 
Union Ball Valves.  See separate 
catalog listing for replacement of other 
brand valves.

Retrofit valve consists of Spears®
Industrial True Union 2000 Ball Valve 
supplied with factory installed 
extended-socket end connectors. 
Simply cut out old valve to specified 
dimensions and install Retrofit Valve 
end connectors.

Pressure Rating @ 73°F (23°C), 
Water

All Valves Assembled with Silicone-
Free,

Water Soluble Lubricant

Suitable for Vacuum Service

Retrofit End Connector Sets without
valve are also available - See

Ball Valve Accessories & Repair Kits

Size 1/2 3/4 1 1-1/4 1-1/2 2 2-1/2 3 4

L 5-5/16 6-1/4 6-11/16 7-1/8 8-3/16 8-15/16 12 12-1/16 13-3/16

CPVC - Socket Ends 
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

1/2 1822RS-005C
65.63

1832RS-005C
72.93 1 18 602

3/4 1822RS-007C
82.65

1832RS-007C
91.86 1 18 602

1 1822RS-010C
98.40

1832RS-010C
109.33 1 12 602

1-1/4 1822RS-012C
156.43

1832RS-012C
173.86 1 8 602

1-1/2 1822RS-015C
165.21

1832RS-015C
183.57 1 8 602

2 1822RS-020C
220.95

1832RS-020C
254.00 1 4 602

2-1/2 1822RS-025C
495.39

1832RS-025C
550.40 1 0 603

3 1822RS-030C
579.22

1832RS-030C
643.63 1 0 603

4 1822RS-040C
1049.59

1832RS-040C
1166.19 1 0 603
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Schedule 80 CPVC Industrial Products & Accessories
True Union 2000 Standard Retrofit Ball Valves - Replaces Other Brand Valves & True Union 2000 Standard Retrofit Ball Valves -

Replaces Spears® ''Regular Style'' Valves

True Union 2000 Standard Retrofit Ball Valves - Replaces Other Brand Valves

Standard Valve

Complete universal replacement valve for 
domestic and import CPVC valve.  See 
separate catalog listing for retrofit 
replacement of older Spears® valves.

Retrofit valve consists of Spears®
Standard True Union 2000 Ball Valve 
supplied with factory installed extended-
socket end connectors. Simply cut out old 
valve to specified dimensions and install 
Retrofit Valve end connectors.

Pressure Rating @ 73°F (23°C), Water

All Valves Assembled with Silicone-Free,
Water Soluble Lubricant.

Suitable for Vacuum Service.
Retrofit End Connector Sets without valve 

are also available - See Ball Valve 
Accessories & Repair Kits

Size 1/2 3/4 1 1-1/4 1-1/2 2 2-1/2 3 4
L 4-29/32 5-7/16 6-3/32 7-1/4 7-1/2 8-17/32 10-3/4 11-7/16 14-15/16

CPVC - Socket Ends 
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

1/2 3622R-005C
52.48

3632R-005C
58.36 1 18 610

3/4 3622R-007C
66.13

3632R-007C
73.49 1 12 610

1 3622R-010C
78.73

3632R-010C
87.47 1 8 610

1-1/4 3622R-012C
125.16

3632R-012C
139.11 1 8 610

1-1/2 3622R-015C
132.16

3632R-015C
146.85 1 8 610

CPVC - Socket Ends (continued)
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

2 3622R-020C
176.78

3632R-020C
203.21 1 4 610

2-1/2 3622R-025C
396.31

3632R-025C
440.32 1 0 611

3 3622R-030C
463.39

3632R-030C
514.91 1 0 611

4 3622R-040C
839.66

3632R-040C
932.96 1 0 611

True Union 2000 Standard Retrofit Ball Valves - Replaces Spears® ''Regular Style'' Valves

Standard Valve 

Complete replacement valve for older 
Spears® 2300 Series Regular True 
Union Ball Valves.  See separate 
catalog listing for replacement of other 
brand valves.

Retrofit valve consists of Spears®
Standard True Union 2000 Ball Valve 
supplied with factory installed 
extended-socket end connectors. 
Simply cut out old valve to specified 
dimensions and install Retrofit Valve 
end connectors.

Pressure Rating @ 73°F (23°C), Water

All Valves Assembled with Silicone-
Free,

Water Soluble Lubricant

Suitable for Vacuum Service

Retrofit End Connector Sets without
valve are also available - See

Ball Valve Accessories & Repair Kits Size 1/2 3/4 1 1-1/4 1-1/2 2 2-1/2 3 4
L 5-5/16 6-1/4 6-11/16 7-1/8 8-3/16 8-15/16 12 12-1/16 13-3/16

CPVC - Socket Ends 
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

1/2 3622RS-005C
52.48

3632RS-005C
58.36 1 18 610

3/4 3622RS-007C
66.13

3632RS-007C
73.49 1 18 610

1 3622RS-010C
78.73

3632RS-010C
87.47 1 12 610

1-1/4 3622RS-012C
125.16

3632RS-012C
139.11 1 8 610

1-1/2 3622RS-015C
132.16

3632RS-015C
146.85 1 8 610

CPVC - Socket Ends (continued)
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

2 3622RS-020C
176.78

3632RS-020C
203.21 1 4 610

2-1/2 3622RS-025C
396.31

3632RS-025C
440.32 1 0 611

3 3622RS-030C
463.39

3632RS-030C
514.91 1 0 611

4 3622RS-040C
839.66

3632RS-040C
932.96 1 0 611
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Schedule 80 CPVC Industrial Products & Accessories
True Union Ball Valves (Regular Style) & Compact 2000 Ball Valves

True Union Ball Valves (Regular Style)

Socket/Threaded Style

Pressure Rating @ 73°F (23°C), Water
1/2" - 2"     235 psi

2-1/2" - 6"     150 psi
Flanged     150 psi

Maximum Service Temperature
CPVC = 200°F (93°C)

Temperature/Pressure De-ratings Apply
Rated for Vacuum Service

All Valves assembled with Silicone-Free, Water Soluble Lubricant.

6" Venturied Valves are 4" Ball Valves equipped with 4x6 End Connectors.

CPVC 
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

Socket & Threaded Ends
Threaded End Connectors available on request

1/2 2329-005C
75.57

2339-005C
84.00 1 18 232

3/4 2329-007C
95.21

2339-007C
105.80 1 12 232

1 2329-010C
113.32

2339-010C
125.92 1 8 232

1-1/4 2329-012C
180.16

2339-012C
200.24 1 8 232

1-1/2 2329-015C
190.27

2339-015C
211.42 1 8 232

2 2329-020C
254.49

2339-020C
292.53 1 4 232

Socket Ends
2-1/2 2322-025C

542.01
2332-025C

602.21 1 0 232

3 2322-030C
633.75

2332-030C
704.19 1 0 232

4 2322-040C
1148.37

2332-040C
1275.97 1 0 232

Socket Venturied Ends
6 VENTURIED 2322-060C

1910.38
2332-060C

1982.16 1 0 233

Threaded Ends
2-1/2 2321-025C

542.01
2331-025C

602.21 1 0 232

3 2321-030C
633.75

2331-030C
704.19 1 0 232

CPVC (continued)
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

Threaded Ends
4 2321-040C

1148.37
2331-040C

1275.97 1 0 232

Flanged Ends
1/2 2323-005C

128.23
2333-005C

131.00 6 0 232

3/4 2323-007C
157.20

2333-007C
163.75 5 0 232

1 2323-010C
179.99

2333-010C
191.05 5 0 232

1-1/4 2323-012C
268.89

2333-012C
278.33 2 0 232

1-1/2 2323-015C
295.79

2333-015C
305.61 3 0 232

2 2323-020C
411.60

2333-020C
490.19 2 0 232

2-1/2 2323-025C
729.80

2333-025C
875.99 1 0 232

3 2323-030C
1067.29

2333-030C
1091.61 1 0 232

4 2323-040C
1871.83

2333-040C
1946.69 1 0 232

Flanged Venturied Ends
6 VENTURIED 2323-060C

2901.42
2333-060C

3001.97 1 0 233

Compact 2000 Ball Valves

Pressure Rating @ 73°F (23°C), Water
1/2" - 2"       235 psi

Maximum Service Temperature
CPVC = 200°F (93°C)

Temperature/Pressure De-ratings Apply
All Valves Assembled with Silicone-Free, Water Soluble Lubricants. 

Rated for Vacuum Service
Compact 2000 Ball Valves are a Maintenance-Free, Sealed Unit (non-repairable).

See Ball Valve Accessories & Repair Kits Section for Additional Options and Features.

CPVC 2000 Compact Ball Valve 
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

Socket Ends
1/2 6622-005C

24.93
6632-005C

27.74 10 120 212

3/4 6622-007C
32.88

6632-007C
36.95 10 80 212

CPVC 2000 Compact Ball Valve (continued)
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

Socket Ends
1 6622-010C

41.09
6632-010C

46.21 10 0 212

1-1/4 6622-012C
67.25

6632-012C
83.12 6 0 212
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Schedule 80 CPVC Industrial Products & Accessories
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Compact 2000 Ball Valves
CPVC 2000 Compact Ball Valve (continued)

Size EPDM FKM Std
Pk

Mstr
Pk

Disc
Code

Socket Ends
1-1/2 6622-015C

83.18
6632-015C

92.42 5 0 212

2 6622-020C
108.97

6632-020C
122.43 8 0 212

Threaded Ends
1/2 6621-005C

24.93
6631-005C

27.74 10 120 212

3/4 6621-007C
32.88

6631-007C
36.95 10 80 212

1 6621-010C
41.09

6631-010C
46.21 10 0 212

1-1/4 6621-012C
67.25

6631-012C
83.12 6 0 212

1-1/2 6621-015C
83.18

6631-015C
92.42 5 0 212

CPVC 2000 Compact Ball Valve (continued)
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

Threaded Ends
2 6621-020C

108.97
6631-020C

122.43 8 0 212

Flanged Ends
1/2 6623-005C

68.21
6633-005C

70.32 1 0 212

3/4 6623-007C
80.63

6633-007C
84.19 1 0 212

1 6623-010C
106.11

6633-010C
112.37 1 0 212

1-1/4 6623-012C
133.47

6633-012C
140.63 1 0 212

1-1/2 6623-015C
168.63

6633-015C
178.73 1 0 212

2 6623-020C
234.95

6633-020C
241.89 1 0 212

Compact Ball Valves (Regular Style)

Socket/Threaded Style

Pressure Rating @ 73°F (23°C), Water
1/2" - 2"     235 psi
3" - 6"     150 psi

Flanged     150 psi
Maximum Service Temperature

CPVC = 200°F (93°C)
Temperature/Pressure De-ratings Apply

Rated for Vacuum Service

All Valves Assembled with Silicone-Free, Water Soluble Lubricants.  
See Ball Valve Accessories & Repair Kits Section for Additional 
Options & Features

Note:  Standard 6" Valve uses Lever-Style Handle for proper leverage.
T-Handle option is more compact but will increase difficulty of 
operation.

CPVC 
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

Socket Ends
1/2 2122-005C

26.24
2132-005C

29.18 10 80 212

3/4 2122-007C
34.61

2132-007C
38.91 10 0 212

1 2122-010C
43.27

2132-010C
48.64 10 0 212

1-1/4 2122-012C
87.56

2132-012C
97.25 6 0 212

1-1/2 2122-015C
108.18

2132-015C
113.73 5 0 212

2 2122-020C
114.72

2132-020C
128.89 6 0 212

3 2122-030C
349.04

2132-030C
389.31 1 4 213

4 2122-040C
645.24

2132-040C
724.94 1 0 213

6 (Lever 
Handle)

2122-060C
1054.51

2132-060C
1123.62 1 0 213

6 (Tee 
Handle)

21226-060C
1054.51

21326-060C
1123.62 1 0 213

Threaded Ends
1/2 2121-005C

26.24
2131-005C

29.18 10 80 212

3/4 2121-007C
34.61

2131-007C
38.91 10 0 212

1 2121-010C
43.27

2131-010C
48.64 10 0 212

1-1/4 2121-012C
87.56

2131-012C
97.25 6 0 212

1-1/2 2121-015C
108.18

2131-015C
113.73 5 0 212

2 2121-020C
114.72

2131-020C
128.89 6 0 212

CPVC (continued)
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

Threaded Ends
3 2121-030C

349.04
2131-030C

389.31 1 4 213

4 2121-040C
645.24

2131-040C
724.94 1 0 213

Flanged Ends
1/2 2123-005C

73.15
2133-005C

76.11 1 8 212

3/4 2123-007C
84.93

2133-007C
89.22 1 8 212

1 2123-010C
100.42

2133-010C
105.81 1 8 212

1-1/4 2123-012C
158.24

2133-012C
167.96 1 8 212

1-1/2 2123-015C
197.89

2133-015C
204.01 1 4 212

2 2123-020C
224.11

2133-020C
238.28 1 0 212

3 2123-030C
536.68

2133-030C
576.95 1 0 213

4 2123-040C
838.37

2133-040C
918.05 1 0 213

6 (Lever 
Handle)

2123-060C
1592.42

2133-060C
1708.33 1 0 213

6 (Tee Handle) 21236-060C
1592.42

21336-060C
1708.33 1 0 213
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Utility Ball Valves

Pressure Rating @ 73°F (23°C), Water 

Maximum Service Temperature
CPVC = 200°F (93°C)

Temperature/Pressure De-ratings Apply 

1/2" - 6" 150 psi
All Valves Assembled with Silicone-Free,

Water Soluble Lubricant

See Ball Valve Accessories & Repair Kits
Section for Additional Options and Features

CPVC w/EPDM O-ring Seal 
Size Threaded Ends Socket Ends Std

Pk
Mstr
Pk

Disc
Code

CPVC
1/2 2621-005C

12.35
2622-005C

12.35 50 0 216

3/4 2621-007C
15.69

2622-007C
15.69 25 0 216

1 2621-010C
17.05

2622-010C
17.05 25 0 216

CPVC w/EPDM O-ring Seal (continued)
Size Threaded Ends Socket Ends Std

Pk
Mstr
Pk

Disc
Code

CPVC
1-1/4 2621-012C

24.03
2622-012C

24.03 20 0 216

1-1/2 2621-015C
37.26

2622-015C
37.26 20 0 216

2 2621-020C
46.35

2622-020C
46.35 8 0 216

Lab Ball Valves

Pressure Rating @ 73°F (23°C), 
Water

1/4" - 3/8"           150 psi
Maximum Service Temperature

CPVC = 200°F (93°C)
Temperature/Pressure De-ratings 

Apply
Rated for Vacuum Service

Valve & Adapters includes:
1 - Threaded 1/4" Valve
2 - O-ring Sealed 1/4" MPT x Mipt 

Adapters
2 - EPDM or FKM O-rings (AS568-013 

size)
1 - End Connector Wrench
2 - O-ring Sealed 1/4" MPT x 3/8" I.D. 

Tubing Barb Adapters
- OR -
2 - O-ring Sealed 1/4" MPT x 1/4" I.D. 

Tubing Barb AdaptersSocket/Threaded Valve Only Valve & Adapters
All Valves Assembled with Silicone-Free, Water Soluble Lubricant

CPVC 
Size EPDM FKM Std

Pk
Mstr
Pk

Disc
Code

Valve & Adapters Threaded Ends
1/4X3/8T 1529-002C

30.91
1539-002C

31.51 1 25 219

1/4X1/4T 1529-002CA
30.91

1539-002CA
31.51 1 25 219

Valve only Threaded Ends
1/4 1521-002C

24.75
1531-002C

27.21 50 200 219

3/8 1521-003C
34.71

1531-003C
32.53 50 200 219

Valve only Socket Ends
1/4 1522-002C

24.75
1532-002C

29.45 50 200 219

3/8 1522-003C
34.71

1532-003C
38.53 50 200 219
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